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Alde G13 Antifreeze

Alde Serviceapp

Alde Heating Mat

Alde Support Centre

The Alde flue extension prevents the flue 
being blocked by heavy snowfall on the roof 
of your vehicle.

The Alde condensate spout protects your 
vehicle from accumulated ice by clipping 
onto the side flue.

Alde Winter Accessories

Genuine spare parts and accessories for your caravan or motorhome are available from Alde’s authorised agents. 
Using genuine Alde products means the performance of your premium quality equipment is assured.

The Alde Support Centre on our new website at  
www.alde.se is the perfect place to find dealers and 
workshops, technical information and questions and 
answers about your Alde Heating System. 

Welcome!

Genuine Alde Accessories 

Having the Alde Service app on 
your smartphone and tablet 
means that information and 
help are never far away when 
you are in your caravan or mo-
torhome.

•	 Information on the Alde Heating System.

• 	Find your nearest Alde service location.

• 	Operating manuals for the heating system.

• 	The most frequently asked questions and 	
	 answers about the Alde Heating System.

Alde G13 Antifreeze for use at temper-
atures down to -37 °C is specifically 
adapted for Alde heating systems. 

• 	Protects against corrosion for 5 years.

•	 Creates a protective layer in the boiler 		
	 and aluminium pipes.

• 	No gelification or separation.

•	 New glycerin component for improved 		
	 environmental impact.

•	 Available in 1 L, 4 L and 25 L containers.

Scan the code with your phone, or take a look at 
http://m.alde.se to download the app for free.

You and your passengers can 
enjoy warmth and comfort while 
you travel. The Alde Heating Mat is 
connected to the hydronic heating 
system.

Alde Compact 3020 
An ingenious new boiler

Alde Touchscreen Control Panel  
Control the system yourself, or let it run on automatic
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The Alde central heating system is a hydronic system, us-
ing the same heating principle as found in most homes. As 
gentle, natural movements of the air result in dust-free, healthy 
atmosphere with natural humidity. You notice the warmth 
without the frustrating cycle of heating up/cooling down, air 
blowing noisily around, or cold spots. It makes the living space 
a comfortable place to be, warm through and through, even 
the beds and cabinets are warm! 

At the heart of the system is our Compact 3020 boiler, which 
runs on LPG or 230 V electric. Not only does it provide pleas-
ant, quiet heating, it also produces bountiful hot water for the 
shower and kitchenette too.

Activated functions

LPG bottle full/empty

Fully-Featured Control Panel 
The heating system is equipped with modern electronics that 
allow you to control everything yourself, or use automatic func-
tions to assist you. For example, the Alde Compact 3020 knows 
whether you are connected to the 230 V supply, and then priori-
ties it as the fuel source. 

The control panel UI is divided into three categories: 
Information Screen. This non-interactive screen shows time, 
temperature, and what devices are connected to the Alde Com-
pact 3020 

Settings Menu. This is where you set the basic functions for 
heating, such as desired indoor temperature, hot water boost, 
and fuel sources. 
Tools Menu. You can adjust and activate many background and 
optional functions for the Alde Compact 3020 here, for those 
who demand the absolute pinnacle of heating systems.

For more detailed information on the control panel and its  
features, please ask for a control panel information sheet.

Circulation pump

Indoor temperature

Outdoor temperature

Clock

On/Off button

230 V connected 
to the boiler

MENU button

Information menu Setting menu
Setting desired 
indoor temperature

Heating with the  
230 V element

LPG heating

Extra hot water 

Tools menu

The convectors that are located by the 
outer walls heat the air. It then rises 
and heats up walls and furnishings. 

As the hot air rises, it forms an air 
barrier in front of the windows, keeping 
the cold out. When the air reaches the 
ceiling, it circulates down towards the 
floor and is reheated by the convectors.

LPG burner

Electronics

Combustion fan

230 V electric element
Antifreeze liquid

Hot water heater
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